@ NIOB FLUID

VALVES AND COCKS
VENTILE UND HAHNE

Three way ball valve PN - PN - PN
Dreiwegekugelventil PN - PN - PN

Dimensions * Baumale

Straight way ball valve S - S
Kugelventil S-S

Dimensions + Baumalle

15 78 21 16 40 90

F 20 78 25 20 40 920

25 84 31 26 44 | 146

32 106 37 32 50 | 146

40 124 43 40 64 | 185

50 134 55 49 68 | 185

65 | 145 72 65 95 | 243

N 80 | 179 87 79 104 | 243
100 205 106 99 122 | 273

125 225 | 132 | 119 | 135 | 273

A

Straight way ball valve S- G
Kugelventil S - G

Dimensions + Baumalle

. DIN 405
25 86 52x1/6" 31 26 44 146
B 32 104 58x1/6" 37 32 50 146
40 125 65x1/6" 43 40 64 185
50 134 | 78x1/6" 55 49 68 185
“ 65 145  95x1/6" 72 65 95 243
80 179 110x1/4" 87 79 104 | 243
el r 100 | 205 | 130x1/4" 106 99 122 | 273
125 | 225 | 160x1/4" | 132 119 135 | 273

Straight way ball valve G - G
Kugelventil G - G

Dimensions + Baumale

: DIN 405
25 | 89 521/6" 26 | 44 | 146
————— — 32 113 58x1/6" 32 | 50 | 146
‘ :EIZH 40 | 124 65x1/6" 40 | 64 | 185
< N 50 | 134 | 78x1/6" 49 | 68 | 185
65 | 146 95x1/6" 65 | 95 243
80 | 179 110x1/4" 79 104 243
17 e 100 | 205 130x1/4" 99 | 122 @ 273
125 | 225 160x1/4" 119 135 273
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@ NIOB FLUID

VALVES AND COCKS
VENTILE UND HAHNE

Straight way ball valve S-K/M
Kugelventil S - K/M

Dimensions * Baumale

DIN 405
F 25 100 31 26 52x1/6" 44 146
32 122 37 32 58x1/6" 50 146
—_— N 40 140 43 40 65x1/6" 64 185
- 50 151 55 49 78x1/6" 68 185
65 164 72 65 95x1/6" 95 243
80 198 87 79 110x1/4" | 104 243
LI B i o R 100 228 106 99 130x1/4" | 122 273
125 250 132 119 | 160x1/4" | 135 273

=== L

Straight way ball valve G - K/M
Kugelventil G - K/M

Dimensions * Baumalle

DIN 405
F 25 | 102 |52x1/6" 26 44 | 146

] 32 120 |58x1/6" 32 | 50 | 146

(F ’’’’’’’’’’ E]ZH 40 | 141 | 65x1/6" 40 | 64 185

— 50 151 |78x1/6" 49 | 68 | 185

- 65 164 | 95x1/6" 65 | 95 | 243

80 198 110x1/4" 79 | 104 @ 243

ol K- —>{ Hel= 100 228 130x1/4" 99 | 122 | 273
125 250 160x1/4" 119 | 135 | 273

Straight way ball valve K/M - K/M
Kugelventil K/M - K/M

Dimensions - Baumale

DIN 405
. 25 | 119 52x1/6" 26 44 | 146
32 | 138 58x1/6" 32 | 50 146
Vo — — 40 156 | 65x1/6" 38 64 | 185
; 50 | 168 78x1/6" 50 = 68 185
S 65 | 183 95x1/6" 66 | 95 243
80 | 217 110x1/4" 81 | 104 243
100 | 251 130x1/4" 100 @ 122 273
et B e B BV I N Sl 125 | 275 160x1/4" 121 | 135 273

Straight way ball valve G - PN
Kugelventil G - PN

Dimensions * Baumale

DIN 405
25 98  52x1/6"| 85 26 44 14x4 | 115 146
32 116  58x1/6" 100 32 50 18x4 | 140 146
40 137 65x1/6" | 110 40 64 18x4 | 150 185
50 146 78x1/6" 125 49 68 18x4 | 165 185
65 157 95x1/6" | 145 65 95 18x4 | 185 243
80 193 110x1/4" 160 79 104 | 18x4 | 200 243
100 | 219 130x1/4" 180 99 122 | 18x8 | 220 273
125 | 243 [160x1/4" 210 | 119 | 135 | 18x8 | 250 273
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